
JACS-10805 1 / 7

DCF-C-318A(11.08) JAE Connector Div. Proprietary.
Copyright ©2011 Japan Aviation Electronics Industry, Ltd.

Connector Specification No.
JACS-10805

Connector Series Name
ES5S001JF1(R5500)

ES5P09K5F1
Applicable Drawing No.

SJ111746,(SJ111747)
SJ111748

JAPAN AVIATION ELECTRONICS IND., LTD.
CONNECTOR DIVISION

THIS SPECIFICATION TABLE CANNOT BE
REPRODUCED WITHOUT WRITTEN

CONSENT OF JAE.

SPECIFICATION TABLE

TK
C

Rev. Date CN No Drawn by Checked by Approved by

1 29.Aug.2011 K.Shimoji N.Ikenaga T.Kudo

Standard data

Operating temperature range -40 to + 105
-40 + 105

Storage conditions Temperature: 0 to + 40 , Humidity: 10-75% RH, for one year
0 +40 10 75%RH 1

Note
1. This specification covers the requirements for these connectors mated with the Applicable Connector and

Testing Materials.
2. This connector has (Lead-free)Tin/Tin-alloy plated part/parts. Although this plate might be tarnished

depending on a temperature profile in the soldering, the product performance satisfies this specification.
1.
2.

MECHANICAL
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MECHANICAL
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